login as: pi

pi@169.254.31.58's password:

Linux fabscanpi 5.4.51-v7+ #1333 SMP Mon Aug 10 16:45:19 BST 2020 armv7l

The programs included with the Debian GNU/Linux system are free software;

the exact distribution terms for each program are described in the

individual files in /usr/share/doc/*/copyright.

Debian GNU/Linux comes with ABSOLUTELY NO WARRANTY, to the extent

permitted by applicable law.

SSH is enabled and the default password for the 'pi' user has not been changed.

This is a security risk - please login as the 'pi' user and type 'passwd' to set                                                                              a new password.

pi@fabscanpi:~ $ cat /etc/fabscanpi/default.config.json

{

    "folders": {

        "www": "/usr/share/fabscanpi/",

        "scans": "/home/pi/scans/"

    },

    "laser": {

        "interleaved": "False",

        "numbers": 2,

        "color": "R (RGB)"

    },

    "scanner_type": "laserscanner",

    "calibration": {

        "weight_matrix": [],

        "dist_camera_matrix": [],

        "pattern": {

            "square_size": 10,

            "rows": 6,

            "columns": 8,

            "origin_distance": 37.2

        },

        "camera_matrix": [

            [

                1315.812,

                0.0,

                620.132

            ],

            [

                0.0,

                1319.583,

                841.149

            ],

            [

                0.0,

                0.0,

                1.0

            ]

        ],

        "distortion_vector": [

            0.068,

            1.127,

            0.004,

            0.003,

            -4.776

        ],

        "laser_planes": [

            {

                "distance": 86.59574964473451,

                "normal": [

                    0.8120456037621708,

                    -0.012482264354182288,

                    0.583460478941911

                ],

                "deviation": 0.034376576416416234

            }

        ],

        "platform_translation": [

            -2.7514346601748962,

            48.074909817490536,

            153.26820451843346

        ],

        "platform_rotation": [

            [

                0.0,

                0.9999396273729705,

                -0.010988248686904723

            ],

            [

                0.0314474246572503,

                -0.010982813980750256,

                -0.9994450646631314

            ],

            [

                -0.9995054074303084,

                -0.0003455521226965658,

                -0.031445526093610426

            ]

        ]

    },

    "meshlab": {

        "path": "/usr/bin/"

    },

    "process_numbers": 3,

    "turntable": {

        "steps": 6400,

        "radius": 70,

        "height": 155

    },

    "camera": {

        "resolution": {

            "width": 1640,

            "height": 1232

        },

        "preview_resolution": {

            "width": 800,

            "height": 600

        },

        "rotate": "True",

        "hflip": "True",

        "vflip": "False",

        "type": "PICAM",

        "undistort": "False"

    },

    "serial": {

        "plattform_type": "fabscanpi",

        "baudrate": 115200,

        "autoflash": "True",

        "port": "/dev/ttyAMA0",

        "flash_baudrate": 115200

    },

    "texture_illumination": 160,

    "keep_raw_images": "True",

    "discoverable": "True",

    "online_lookup_ip": "8.8.8.8"

}pi@fabscanpi:~ $ cat /etc/fabscanpi/default.config.json

